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CIRCUIT NOTES
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SWITCH S-103 SHALL BE SET ON POSITION | UNLESS OTHERWISE 8

L

2. CONNECT CAPACITORS C-119 TO C-122 AS REQUIRED TO TUNE THE
MONITORING OSCILLATOR TO 850 *5CPS.

3. ADJUST GAPACITORS C-101, C-109 & C-112 AS REQUIRED TO MEET
‘SHOP TESTS ORAS SPECIFIED INTHE INSTRUCTION MANUAL.

10.

4. FOR A-C POWER SUPPLY OF 115V NOMINAL , CONNECT TO TERMINALS
386

FOR ABNORMALLY LOW A C POWER SUPPLY OF 103.5V CONNECT TO

TERMINALS 285.

5. CONNECT TO TAPS ON L-10! AS DETERMINED BY THE SHOP TESTS
6. IF CURRENT THRU V-105 & V-106 IS EXCESSIVE REMOVE JUMPER

ACROSS R-112.

7. SWITCHES S-10l, S-102, 8 S-103 ARE SHOWN IN EXTREME CLOCKWISE
POSITIONS AS VIEWED FROM THE REAR. SWITCHES S-10! & S-102
OPERATE TOGETHER AND ARE SHOWN IN 2.0 TO 3.5 MC OSCILLATOR

RANGE, POSITION I.

POSITION 2 PROVIDES THE 3.5 YO 6.0 MC

OSCILLATOR RANGE. TERMINAL NUMBERS DO NOT APPEAR ON

APPARATUS.

BC- 221
FREQUENCY
METER

K= 1000 OHMS.
RESISTANCE VALUES IN OHMS UNLESS OTHERWISE SPECIFIED.
CAPACITANCE VALUES IN UUF UNLESS OTHERWISE SPECIFIED.

RESISTOR POWER RATING, I/2 WATT UNLESS OTHERWISE SPECIFIED.

850 CPS T TLST
VOLUM
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